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Technical Specifications

See full specifications on page 68

The FMS monitor is designed to provide passengers with essential 
information such as arrival and departure times. The unit can be wall-
mounted or installed using a dedicated suspension bracket. Multiple sizes 
and configurations are available—offering 6, 10, or 20 rows—depending on 
the volume of information required. Thanks to the latest generation of SMD 
LED technology, information is immediately readable from wide viewing 
angles. Each line supports proportional fonts and a variety of visual effects, 
including horizontal scrolling, blinking, reverse writing, and more. The 
high-contrast amber-on-black display ensures optimal legibility, allowing 
passengers to quickly grasp the messages shown. An automatic brightness 
control system adjusts the output based on ambient light conditions, 
ensuring optimal visibility while minimizing energy consumption.

Highlights

• LED PCB designed & made in 
Italy

• Industrial-grade LED PCB
• 100.000 hours lifespan
• Single pixel diagnostic control
• Low power consumption SMD

Environment

• Outdoor
• IP55 (Nema 3s) dust/water proof
• IK10 (EN 62262) vandal proof
• Temperature range from -30°C 

to +45°C

Structure

• Main structure in aluminium
• Antiglare safety stratified 4+3 

mm glass
• Invisible hinges and secure 

locking system
• Wall & pole mounting 

accessories available

Size

SUNLIGHT 
RESISTANT



Technical Specifications
PIDs and Monitors for public transport

FMS

FMS.L6R FMS.L10R FMS.L20R

General
Screen size (inch) 260 x 96 pixels 260 x 144 pixels 260 x 288 pixels

Led Technology Al In Ga P  (Yellow) Al In Ga P  (Yellow) Al In Ga P  (Yellow)

Display brightness (nit) till to 1500 nit till to 1500 nit till to 1500 nit

Led comand Multiplex 1:8 Multiplex 1:8 Multiplex 1:8

Pixel pitch 3 x 3 mm (HxV) 3 x 3 mm (HxV) 3 x 3 mm (HxV)

Contrast ratio > 6 (C6) > 6 (C6) > 6 (C6)

Viewing angle (H/V) 120° / 120° 120° / 120° 120° / 120°

System operation 24/7/365 24/7/365 24/7/365

Backlight life cycle 100.000 hours 100.000 hours 100.000 hours

Environment
Environment protection Outdoor IP55 (Nema 3S) Outdoor IP55 (Nema 3S) Outdoor IP55 (Nema 3S)

Sun exposure partial partial partial

Operating temperature -20°/+40° -20°/+40° -20°/+40°

Environment humidity -30°C / +40°C  
(+50°C without sunlight) not allowed -30°C / +40°C  

(+50°C without sunlight)

Antivandal protection IK10 (EN 62262) IK10 (EN 62262) IK10 (EN 62262)

Enclosure
Air cooling system ventilation ventilation ventilation

Enclosure material Aluminium Aluminium Aluminium

Glass Laminated  glass fumè  
(4mm + 3mm)

Laminated  glass fumè  
(4mm + 3mm)

Laminated  glass fumè  
(4mm + 3mm)

Glass reflection Anti-reflection Anti-reflection Anti-reflection

Standard enclosure color Black (RAL9004) Black (RAL9004) Black (RAL9004)

Standard glass color Black (RAL9004) Black (RAL9004) Black (RAL9004)

Power
Vac supply 230VAC  ±10% - 50Hz% 50Hz 230VAC  ±10% - 50Hz% 50Hz 230VAC  ±10% - 50Hz% 50Hz

Power consumption (typ) 120W 150W 250W

Dimensions
Height (cm) 43 57 100

Width (cm) 94 94 94

Depth (cm) 13 13 13

Weight (Kg) 25 30 50






