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Technical Specifications

See full specifications on page 66

MDS is a 32” outdoor interactive digital information display designed 
to provide real-time updates on local public transport services. The 
touch screen interface enables easy, multilingual access to all available 
information. Equipped with a high-resolution camera, MDS supports 
passenger counting, flow analysis, and video surveillance. Its integrated 
sensor automatically adjusts screen brightness according to ambient 
light conditions, ensuring perfect readability while minimizing energy 
consumption. To enhance the passenger experience, the unit can be fitted 
with two side USB ports (standard and Type-C) for charging mobile devices. 
MDS features a rounded-edge aluminum chassis and a 4+3 mm vandal-
proof protective glass with IR and UV filters, plus an anti-glare treatment 
that guarantees optimal image clarity in all lighting conditions.

Highlights

• 2.500 nits for excellent  readability
• Integrated camera
• Interactive touch screen
• USB-A and USB-C mobile charger
• Small depth and rounded edges
• Advanced diagnostic system

Environment

• Outdoor
• IP55 dust/water proof
• IK10 (EN 62262) vandal proof
• Temperature range from -30°C 

to +40°C

Structure

AluminiumMain structure in anti-
corrosive aluminium

• Antireflective safety 4+3 
laminated glass

• Elegant hidden hinges with 
secure closure

• Wide range of accessories for 
shelter mounting

Size

32”



Technical Specifications
PIDs and Monitors for public transport

MDS

MDS.P32HB

General
Screen orientation Portrait

Screen size (inch) 32''

Screen active area (cm) 39,2 x 69,8

Display brightness (nit) 2.500

Screen resolution (pixel) Full HD - 1920x1080 

Contrast ratio (typ) 4000:1 (typ)

Viewing angle (H/V) 178° / 178°

Backlight life cycle 50.000 hours

System operation 24/7/365

Environment
Environment protection Outdoor IP55 (Nema 3S) 

Sun exposure allowed *

Operating temperature -30°C / +40°C (+50°C without sunlight)

Environment humidity 10% - 90%

Antivandal protection IK10 (EN 62262)

Enclosure
Air cooling system Vortex ventilation

Enclosure material Aluminium

Glass Laminated  glass (4mm + 3mm)

Glass reflection Antiglare

Power
Vac supply 230VAC  ±10% - 50Hz

Power consumption (typ) 140 W

Dimensions
Height (cm) 125

Width (cm) 53,5

Depth (cm) 12,5

Weight (Kg) 50

Notes * under 500mt AMSL  
(above main sea level)   
[otherwise extra UV filter is required]






