TWI

Tactive
Engaging Multi-Purpose Kiosk

The Tactive TWI is a next-generation, ultra-versatile interactive kiosk, designed
to elevate visitor engagement in shopping malls, museums, showrooms, and
exhibition fairs. Combining sleek design, robust construction, and advanced
technology, the TWItransforms any space into a dynamic, interactive experience.
It enables organizations to provide intuitive wayfinding, 3D map navigation,
video catalogues, and multimedia content, all through a user-friendly interface
that captivates and informs visitors. Its landscape display features a highly
responsive touchscreen protected by 4 mm anti-scratch, anti-reflective glass,
ensuring fast, precise interaction and maximum comfort for all users. The front
panel accommodates optional devices such as a webcam, card reader, barcode
scanner, or 80 mm thermal printer, creating new opportunities for upselling and
cross-selling. A dual rear-panel design allows for fast and efficient maintenance,
minimizing downtime. Fully customizable in colors, finishes, and functionality,
the TWI is the ideal solution for organizations seeking a cutting-edge, interactive
kiosk that engages, informs, and enhances the visitor experience.

Highlights

e Ultra-versatile interactive kiosk

e | andscape high-quality
touchscreen

e Supports optional devices

e Fast, efficient maintenance

¢ Engaging visitor experience

e Fully customizable

Environment

® Indoor

¢ |P20 (Nema 1 equivalent)

® 7H scratch resistance

® Temperature range from 0°C to
+40°C

Structure

* Robust steel frame

® Ergonomic, user-friendly design

¢ Hidden hinges with safety lock

e Customizable front panel

¢ Quick and easy maintenance
access

Size

43"

Technical Specifications

See full specifications on page 78
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Technical Specifications

Indoor/Outdoor Kiosks

TWI
General
Screen orientation Landscape
Screen size (inch) 43"
Screen active area (cm) 95X 54
Display brightness (nit) 400
Screen resolution (pixel) Full HD - 1920x1080
Contrast ratio (typ) 4000:1 (typ)
Viewing angle (H/V) 178°/178°
Backlight life cycle 50.000 hours
System operation 24/7/365
Screen side Single
Touchescreen PCAP 12P
Environment

Environment protection

Indoor IP20 (Nema 1) - IP54 front

Sun exposure

not allowed

Operating temperature

0°C/+40°C

Environment humidity

10% - 80%

Antivandal protection

7H scratch resistance

Enclosure

Air cooling system

passive dissipation

Enclosure material

galvanized steel

Glass

3.6 mm chemically strengthened
cover glass

Glass reflection

low-reflection optical-bonded
glass

Standard enclosure color

White (RAL?010)

Standard glass color

Black (RAL 2005)

Power

Vac supply 230VAC +10% - 50Hz
Power consumption (typ) 60W
Dimensions

Height (cm) 120

Width (cm) 107

Depth (cm) 65

Weight (Kg) 135
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